HGS Crane Scales

Durable cast duminum construction
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Overload & low battery indication
Powered by Rechargeable seded lead-acid battery and/or AC/DC power adaptor/charger.
Wirdess Remote control included. Minimum distance 10m / 33feet

Models Capacity Shipping Weight (approx.)

HGS-100 100kg / 0.05kg 200Ib/ 0.1lb 18Ib/8kg

HGS-300 300kg/0.1kg 600Ib/0.2Ib 181b/ 8kg

HGS-500 500kg/0.2kg  1000Ib/ 0.5Ib 181b/ 8kg

HGS-1000 1000kg / 0.5kg  2000Ib/ 1lb 181b/ 8 kg

CRS-2T 2,000kg/ 1kg 4,000b/ 2Ib 521b/ 23 kg

CRS-3T 3,000kg/ 1kg 6,000b / 2Ib 521b/ 23 kg

CRS5T 5,000kg/ 2kg  10,000Ib / 5lb 801b/ 36 kg

CRS-10T 10,000kg/ 5kg  20,0001b / 101b 120 Ib / 55kg

CRS-20T 20,000kg/10kg  40,000Ib / 20Ib 150 Ib / 70kg
Additional SPECIFICATION*

Tare Range To Capacity by Subtraction

Calibration Wireless Remote Control calibration

Minimum Load 20 x Graduation

Operating Temperature - 10°Ct0 40°C/ 14°F to 104°F

Warranty One year limited warranty
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